
       For the LC040 B LED engines.

       For the LC033 B LED engines.

     SPHWW1HDND25YHW33P;

     SPHWW1HDND25YHV33P;

     SPHWW1HDND25YHU33P;

     SPHWW1HDND25YHT33P;

     SPHCW1HDND25YHRT3P;

* Extruded from highly conductive aluminum.

Features VS Benefits

* Below you find an overview of Samsung COB's and LED modules which standard fit on the Star LED Heat Sinks.

  can standardize their designs on a limited number of Star LED Heat Sinks.

Zhaga LED engine and radiator assembly is a unified future international standardization

* Mechanical compatibility with direct mounting of the LED engines to the LED cooler and thermal

  performance matching the lumen packages.

* Diameter 95mm - standard height 80mm Other heights on request.

* The eLED-SAM-9580 Samsung Modular Passive LED Srat Heat Sinks are specifically designed

   for luminaires using the Samsung LED engines.

  Samsung LED Modules Mounting indicator marks overview

     SPHWW1HDNE25YHW34J;

     SPHWW1HDNE25YHV34J;

     SPHWW1HDNE25YHU34J;

     SPHWW1HDNE25YHT34J;

     SPHCW1HDNE25YHRT4J;

* For spotlight and downlight designs from 2100 to 5500 lumen.

* Thermal resistance range Rth 1.1°C/W.

* In this way mechanical after work and related costs can be avoided, and lighting designers

       For the LC026 B LED engines.

     SPHWW1HDNC27YHW32F;

     SPHWW1HDNC27YHV32F;

     SPHWW1HDNC27YHU32F;

     SPHWW1HDNC27YHT32F;

     SPHWW1HDNC25YHW32F;

     SPHWW1HDNC25YHV32F;

     SPHWW1HDNC25YHU32F;

     SPHWW1HDNC25YHT32F;

     SPHCW1HDNC25YHRT3F;

* Modular design with mounting holes foreseen for direct mounting of Samung COB LED engines.

    NO`1:With Zhaga Book3 Holders:

    TE Connectivity:Z50 2213258-2;

    Green indicator marks

    Mounting with machine screws M3x8mm;

    NO`2:Without holder:

    Direct mounting with machine screws M3x8mm;

    Blue indicator marks.

    NO`3: Red indicator marks.

    Direct mounting with machine screws M3x6mm;

eLED-SAM-9580 Samsung Modular Passive Star LED Heat Sink ū95mm
eLED
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eLED-SAM-9580 Samsung Modular Passive Star LED Heat Sink ū95mm
eLED
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The thermal data table

eLED-SAM-9580

ū95xH80mm

AL6063-T5

1.1 44

Black Anodized

564.0

49.2W

170178

10 1.6 16

20 1.3 26

50 1.0 52
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35

30

40
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