
KOYAMA®

1200Ah 

M8 

0 025±3 C (77   ±5 F)

Rated Voltage

Discharge   

Charge

Storage

(C ,1.80V/cell)10

2V 

ABS

o o o o-20 C~55 C (-4 F~131 F)
o o o o 0 C~40 C (32 F~104 F)
o o o o

-20 C~50 C (-4 F~122 F)

o o 40 C  (104 F)
o o 25 C  ( 77 F)

o o 0 C    ( 32 F)
Effect of temp. to Capacity

o-3mV/cell/ C

o≤3% per month at 25 C

106%

100%

86%

oCharge voltage(25 C)

(25℃)

oMax.Charging Current(25 C)

o25 C)

300.0A

(5s)

     2.25V

2.35~2.40VCycle(Equalization)

 Temp. Coefficient

Float 

275mm(10.83 in.)

210mm(8.27 in.) 

646mm(25.43 in.)

681mm(26.81 in.)

93.0Kg (205.03 Ibs)

9600A 

Approx.0.43mΩ

1200.0 Ah

1046.5 Ah

929.1Ah

669.5 Ah

(10hr,120.0A,1.80V/cell)

(5hr,209.3A,1.75V/cell)

(3hr,309.7A,1.75V/cell)

(1hr,669.5A,1.67V/cell)
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F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 818.0 777.0 670.0 536.3 362.7 278.4 190.4 133.5 112.5

1.80V/cell 1006.0 941.0 780.0 601.2 397.2 302.8 205.2 142.8 120.0

1.75V/cell 1190.0 1053.0 832.0 625.1 411.0 309.7 209.3 145.2 122.1

1.70V/cell 1336.0 1149.0 880.0 652.4 421.4 315.9 212.4 147.3 123.4

1.67V/cell 1435.0 1213.0 915.0 669.5 428.3 321.7 215.8 149.0 124.5

1.60V/cell 1501.0 1256.0 939.0 679.8 435.2 325.5 217.9 150.0 125.5

F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 1522.0 1460.0 1279.0 1035.0 704.6 543.0 374.0 264.6 223.5

1.80V/cell 1839.0 1743.0 1476.0 1158.0 770.2 587.7 401.5 282.8 238.3

1.75V/cell 2138.0 1923.0 1557.0 1195.6 787.5 598.0 408.3 287.0 241.7

1.70V/cell 2357.0 2069.0 1632.0 1236.6 804.8 608.3 415.2 290.1 244.1

1.67V/cell 2486.0 2152.0 1680.0 1260.5 818.6 618.7 418.6 292.8 246.2

1.60V/cell 2551.0 2196.0 1705.0 1274.1 825.5 622.1 422.1 294.2 247.5

12 OPzV1200(2V1200Ah)



Manufactured  in KOYAMA®

www.cbb-battery.com

CBB BATTERY TECHNOLOGY CO LTD
RM504,55 Hanxing Zhong Road,Zhongcun,Panyu,
Guangzhou 511495,Guandong,China
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