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1500Ah 

M8 

0 0
25±3 C (77 ± 5 F)

Rated Voltage

Discharge   

Charge

Storage

(C ,1.80V/cell)10

2V 

ABS

o o o o-20 C~55 C (-4 F~131 F)
o o o o 0 C~40 C (32 F~104 F)
o o o o-20 C~50 C (-4 F~122 F)

o o 
40 C  (104 F)

o o 
25 C  ( 77 F)

o o 
0 C    ( 32 F)

Effect of temp. to Capacity

o
-3mV/cell/ C

o≤3% per month at 25 C

106%

100%

86%

oCharge voltage(25 C)

(25℃)

oMax.Charging Current(25 C)

o25 C)

375.0A

(5s)

     2.25V

2.35~2.40VCycle(Equalization)

 Temp. Coefficient

Float 

275mm(10.83 in.)

210mm(8.27 in.) 

796mm(31.34 in.)

831mm(32.72 in.)

115.0Kg (253.53 Ibs)

12000A 

Approx.0.38mΩ

1500.0 Ah

1305.0 Ah

1146.0 Ah

834.0 Ah

(10hr,150.0A,1.80V/cell)

(5hr,261.0A,1.75V/cell)

(3hr,382.0A,1.75V/cell)

(1hr,834.0A,1.65V/cell)

9
.7

2
1
5
.7

M8

108±1

210±1

2
7

5
±

1
1

4
0
±

1
7
9
6
±

2

8
3
1
±

2

Ø18

8
1
3
.
7
±

2

F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 876.0 854.0 781.0 666.0 436.0 342.0 235.0 167.0 140.0

1.80V/cell 1077.0 1034.0 910.0 750.0 479.0 376.5 256.5 178.5 150.0

1.75V/cell 1274.0 1157.0 970.0 781.0 492.0 382.0 261.0 181.0 152.0

1.70V/cell 1430.0 1263.0 1027.0 811.0 504.0 387.0 265.0 183.0 154.0

1.65V/cell 1535.0 1333.0 1068.0 834.0 515.0 393.0 269.0 186.0 156.0

1.60V/cell 1606.0 1381.0 1095.0 849.0 522.0 399.0 271.0 187.0 157.0

F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 1629.0 1605.0 1492.0 1288.0 847.0 666.8 462.9 329.9 279.0

1.80V/cell 1968.0 1916.0 1722.0 1442.0 926.0 731.6 501.8 352.9 298.0

1.75V/cell 2288.0 2114.0 1817.0 1491.0 946.0 739.7 508.8 356.9 302.0

1.70V/cell 2522.0 2274.0 1903.0 1538.0 966.0 745.9 514.8 360.9 305.0

1.65V/cell 2660.0 2365.0 1960.0 1572.0 981.0 753.9 520.7 364.9 308.0

1.60V/cell 2730.0 2414.0 1989.0 1588.0 989.0 762.7 524.7 365.9 309.0

12 OPzV1500(2V1500Ah)



Manufactured  in KOYAMA®

www.cbb-battery.com

CBB BATTERY TECHNOLOGY CO LTD
RM504,55 Hanxing Zhong Road,Zhongcun,Panyu,
Guangzhou 511495,Guandong,China
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