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25±3 C (77 ± 5 F)

Rated Voltage
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Storage

(C ,1.80V/cell)10

12V 

ABS

o o o o-20 C~55 C (-4 F~131 F)
o o o o 0 C~40 C (32 F~104 F)
o o o o-20 C~50 C (-4 F~122 F)

o o 
40 C  (104 F)

o o 
25 C  ( 77 F)

o o 
0 C    ( 32 F)

Effect of temp. to Capacity

o-3mV/cell/ C

o≤3% per month at 25 C

106%

100%

86%

oCharge voltage(25 C)

(25℃)

oMax.Charging Current(25 C)

o25 C)

50.0A

(5s)

Cycle(Equalization)

 Temp. Coefficient

Float      13.5V

14.1~14.4V

522mm(20.55 in.)

268mm(14.49 in.) 

220mm(8.66 in.)

226mm(8.90 in.)

75.9Kg (167.33 Ibs)

1600A 

Approx.4.8mΩ

200.0 Ah

175.5 Ah

155.7 Ah

112.0 Ah

(10hr,20.0A,1.80V/cell)

(5hr,35.1A,1.75V/cell)

(3hr,51.9A,1.75V/cell)

(1hr,112.0A,1.67V/cell)
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M8

F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 171.0 155.0 122.0 89.7 60.8 46.7 31.9 22.2 18.7

1.80V/cell 210.0 188.0 142.0 101.0 66.8 50.8 34.4 23.8 20.0

1.75V/cell 248.0 210.0 152.0 105.0 68.6 51.9 35.1 24.2 20.3

1.70V/cell 279.0 230.0 161.0 109.0 70.4 53.0 35.6 24.5 20.5

1.67V/cell 299.0 242.0 167.0 112.0 71.9 54.0 36.2 24.8 20.8

1.60V/cell 313.0 251.0 171.0 114.0 72.8 54.6 36.5 25.0 20.9

F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 318.0 292.0 233.0 174.0 118.0 91.2 62.7 44.1 37.3

1.80V/cell 384.0 348.0 269.0 194.0 129.0 98.8 67.4 47.1 39.7

1.75V/cell 446.0 384.0 284.0 201.0 132.0 101.0 68.5 47.8 40.3

1.70V/cell 492.0 413.0 298.0 207.0 135.0 102.0 69.3 48.3 40.7

1.67V/cell 519.0 430.0 307.0 212.0 137.0 104.0 70.1 48.7 41.0

1.60V/cell 532.0 439.0 311.0 214.0 138.0 104.0 70.6 49.0 41.3

12V 10OPzV200(12V200Ah)



Manufactured  in KOYAMA®

www.cbb-battery.com

CBB BATTERY TECHNOLOGY CO LTD
RM504,55 Hanxing Zhong Road,Zhongcun,Panyu,
Guangzhou 511495,Guandong,China
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