
KOYAMA
®

3
5

5
±

2

3
6

7
±

2
3

9
0
±

2

1
2
4
±

1

108±1
206±1

M8

Ø18

1
0

24

350Ah 

0 025±3 C (77±5 F)

Rated Voltage

Discharge   

Charge

Storage

(C ,1.80V/cell)10

2V 

o o o o-20 C~55 C (-4 F~131 F)
o o o o

 0 C~40 C (32 F~104 F)
o o o o-20 C~50 C (-4 F~122 F)

o o 40 C  (104 F)
o o 25 C  ( 77 F)

o o 0 C    ( 32 F)
Effect of temp. to Capacity

o-3mV/cell/ C

o≤3% per month at 25 C

106%

100%

86%

oCharge voltage(25 C)

(25℃)

o
Max.Charging Current(25 C)

o
25 C) 

87.5A

(5s)

     2.25V

2.35~2.40VCycle(Equalization)

 Temp. Coefficient

Float 

M8 

2800A 

ABS

124mm(4.88 in.)

206mm(8.11 in.) 

471mm(18.54 in.)

506mm(19.92 in.)

29.0Kg (63.93 Ibs)

Approx.0.85mΩ

350.0 Ah     

305.5 Ah

270.9 Ah

195.3 Ah

(10hr,35.0A,1.80V/cell)

(5hr,61.1A,1.75V/cell)

(3hr,90.3A,1.75V/cell)

(1hr,195.3A,1.67V/cell)

F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 274.0 253.0 206.0 156.4 105.8 81.2 55.5 38.9 32.8

1.80V/cell 337.0 306.0 240.0 175.4 115.9 88.3 59.9 41.7 35.0

1.75V/cell 399.0 343.0 256.0 182.3 119.9 90.3 61.1 42.4 35.6

1.70V/cell 448.0 374.0 271.0 190.3 122.9 92.1 62.0 43.0 36.0

1.67V/cell 481.0 395.0 282.0 195.3 124.9 93.8 63.0 43.5 36.3

1.60V/cell 503.0 409.0 289.0 198.3 126.9 94.9 63.6 43.8 36.6

F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 510.0 475.0 394.0 301.9 205.5 158.4 109.1 77.2 65.2

1.80V/cell 616.0 567.0 455.0 337.7 224.6 171.4 117.1 82.5 69.5

1.75V/cell 717.0 626.0 480.0 348.7 229.7 174.4 119.1 83.7 70.5

1.70V/cell 790.0 673.0 503.0 360.7 234.7 177.4 121.1 84.6 71.2

1.67V/cell 833.0 700.0 518.0 367.6 238.8 180.4 122.1 85.4 71.8

1.60V/cell 855.0 715.0 526.0 371.6 240.8 181.4 123.1 85.8 72.2

5 OPzV350(2V350Ah)



Manufactured  in KOYAMA®

www.cbb-battery.com

CBB BATTERY TECHNOLOGY CO LTD
RM504,55 Hanxing Zhong Road,Zhongcun,Panyu,
Guangzhou 511495,Guandong,China
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