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M8 

0 025±3 C (77 ± 5 F)

Rated Voltage

Discharge   

Charge

Storage

(C ,1.80V/cell)10

2V 

ABS

o o o o-20 C~55 C (-4 F~131 F)
o o o o

 0 C~40 C (32 F~104 F)
o o o o-20 C~50 C (-4 F~122 F)

o o 40 C  (104 F)
o o 25 C  ( 77 F)

o o 0 C    ( 32 F)
Effect of temp. to Capacity

o
-3mV/cell/ C

o≤3% per month at 25 C

106%

100%

86%

oCharge voltage(25 C)

(25℃)

oMax.Charging Current(25 C)

o25 C)

75.0A

(5s)

     2.25V

2.35~2.40VCycle(Equalization)

 Temp. Coefficient

Float 

145mm(5.71 in.)

206mm(8.11 in.) 

355mm(13.97 in.)

390mm(15.35 in.)

27.1Kg (59.75 Ibs)

2400A 

Approx.1.0mΩ

300.0 Ah

263.0Ah

233.7Ah

168.0 Ah

(10hr,30.0A,1.80V/cell)

(5hr,52.6A,1.75V/cell)

(3hr,77.9A,1.75V/cell)

(1hr,168.0A,1.65V/cell)

F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 256.0 233.0 183.0 135.0 91.2 70.0 47.8 33.3 28.1

1.80V/cell 315.0 282.0 214.0 152.0 100.0 76.2 51.6 35.7 30.0

1.75V/cell 373.0 316.0 228.0 158.0 103.0 77.9 52.6 36.3 30.5

1.70V/cell 418.0 344.0 241.0 164.0 106.0 79.5 53.4 36.8 30.8

1.65V/cell 449.0 364.0 251.0 168.0 108.0 81.0 54.2 37.2 31.1

1.60V/cell 470.0 377.0 257.0 171.0 109.0 81.9 54.8 37.5 31.4

F.V/Time 10min 15min 30min 1h 2h 3h 5h 8h 10h

1.85V/cell 476.0 438.0 350.0 260.0 177.0 137.0 94.1 66.1 55.9

1.80V/cell 576.0 522.0 404.0 291.0 194.0 148.0 101.0 70.6 59.6

1.75V/cell 669.0 577.0 426.0 301.0 198.0 151.0 103.0 71.7 60.4

1.70V/cell 738.0 620.0 447.0 311.0 202.0 153.0 104.0 72.4 61.0

1.65V/cell 778.0 645.0 460.0 317.0 205.0 155.0 105.0 73.1 61.5

1.60V/cell 799.0 658.0 467.0 321.0 207.0 157.0 106.0 73.5 61.9

6 OPzV300(2V300Ah)



Manufactured  in KOYAMA®

www.cbb-battery.com

CBB BATTERY TECHNOLOGY CO LTD
RM504,55 Hanxing Zhong Road,Zhongcun,Panyu,
Guangzhou 511495,Guandong,China
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