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Photometric Data of  Lamp

Measured Data of  Lamp
Voltage: Current: Power: Power Factor: 
Total Flux
Lamp Efficiency
Peak Intensity
Half-Intensity Angle
Upward Light Ratio
Upward Street Side
Upward House Side
Flash Area(76°)

Central Intensity
Light Efficiency
Location of  Peak(c,γ)
Beam Angle
Downward Light Ratio
Downward Street Side
Downward House Side
Discomfort Glare(SLI)

Distribution Curve of  Meridian

Unit: cd
— c0 /180
— c30/210
— c60/240
— c90/270

Conical Intensity Distribution Curve
of  Max Intensity

House Side Street Side
Location of  Peak: γ  = 

c Range:
c Interval:
Test Speed:
Test Distance:
Note:

γ Range:
γ Interval:
Test Date:
Test Time:

Temperature:
Humidity:
Test No.:
Tester:

229 V 0.439 A 98.8 W 0.983
14789.80 lm 6608.14 cd

0.00% 149.69 lm/W
6616.70 cd (180.0°, 1.8°)

95.4° 133.2°
0 100%
0 7460.95 lm
0 7329.33 lm

606 cm2 0

0-360 Degree 0-90 Degree
10 Degree 0.9 Degree

25 Celsius
65%

Fast
5.0 m 09-33-58

2016-08-25
0035

notes

1.8°

6700

5360
4020
2680
1340

6700

5360

4020

2680

1340

Lamp Description
Lamp Name: Lamp Size: Lamp Weight:
Lamp Type: Rated Voltage: Rated Power:
Light Type: Light Number: Rated Flux:

Light Flux:Light Standard: Light Area:

100W high bay light
HBGLT-100W

28cm×28cm×15cm
220 V 100 W

PHILIPS 
25cm×25cm
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cd/1000 lm Curve

C0-C180 C90-C270

0

90-90

Illumination Cone Curve

Diameter[m]H[m] Illuminance[lx]

C0-C180

C90-C270

450

360

270

180

90

1.0

2.0

3.0

4.0

5.0

6616.70

1654.17

735.19

413.54

264.67

6612.90

1653.22

734.77

413.31

264.52
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Isocandela Curve of  Road Lamp (Round Net Curve)

House Side Street Side

Road Lamp Type

CIE: 

CIE: 

IES: 

IES: 

Max.At80: 

Max.At90: 

Isocandela Curve(Round Net)
Intensity Unit cd
Imax = 100%

90%
80%
70%
60%
50%
40%
30%
20%
10%

c Range:
c Interval:
Test Speed:
Test Distance:
Note:

γ Range:
γ Interval:
Test Date:
Test Time:

Temperature:
Humidity:
Test No.:
Tester:

0-360 Degree 0-90 Degree
10 Degree 0.9 Degree

25 Celsius
65%

Fast
5.0 m 09-33-58

2016-08-25
0035

notes

6617
5956
5294
4632
3971
3309
2647
1986
1324
662

cut-off
short-narrow extension
cut-off
II-very short

17.48cd/klm
7.9075cd/klm

Lamp Description
Lamp Name: Lamp Size: Lamp Weight:
Lamp Type: Rated Voltage: Rated Power:
Light Type: Light Number: Rated Flux:

Light Flux:Light Standard: Light Area:

100W high bay light
HBGLT-100W

28cm×28cm×15cm
220 V 100 W

PHILIPS 
25cm×25cm
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Installation Correction
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Horizontal Isophotes Curve

Horizontal Absolute Isophotes Curve
Height of  calculation:  m,  Illumination in the vertical of  Lamp: lx

If Height of  Installation is not equal to Height of  Calculation, please calculate by table of  Correction Factor
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Horizontal  S/MH

(95%) (90%) (80%) (70%) (60%)

(50%) (40%) (30%) (20%) (10%)

5 m
6 m
7 m
8 m
9 m
10 m
11 m
12 m
13 m
14 m
15 m
16 m

5.00 264.33

251.11 237.89 211.46 185.03 158.60

132.16 105.73 79.30 52.87 26.43

1.000
0.694
0.510
0.391
0.309
0.250
0.207
0.174
0.148
0.128
0.111
0.098
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Isocandela Curve of  Lamp
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Horizontal  Degree (DEG)
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CIE: 
CIE: 

Imax:
Unit:  cd

c Range:
c Interval:
Test Speed:
Test Distance:
Note:

γ Range:
γ Interval:
Test Date:
Test Time:

Temperature:
Humidity:
Test No.:
Tester:

0-360 Degree 0-90 Degree
10 Degree 0.9 Degree

25 Celsius
65%

Fast
5.0 m 09-33-58

2016-08-25
0035

notes

662
1323
1985
2647
3308
3970
4632
5293
5955

cut-off
short-narrow extension

6617(H-1.8,V0.0)

Lamp Description
Lamp Name: Lamp Size: Lamp Weight:
Lamp Type: Rated Voltage: Rated Power:
Light Type: Light Number: Rated Flux:

Light Flux:Light Standard: Light Area:

100W high bay light
HBGLT-100W

28cm×28cm×15cm
220 V 100 W

PHILIPS 
25cm×25cm
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IES: 
IES: 

Imax:
Unit: cd

c Range:
c Interval:
Test Speed:
Test Distance:
Note:

γ Range:
γ Interval:
Test Date:
Test Time:

Temperature:
Humidity:
Test No.:
Tester:

0-360 Degree 0-90 Degree
10 Degree 0.9 Degree

25 Celsius
65%

Fast
5.0 m 09-33-58

2016-08-25
0035

notes

662
1323
1985
2647
3308
3970
4632
5293
5955

cut-off
II-very short

6617

Lamp Description
Lamp Name: Lamp Size: Lamp Weight:
Lamp Type: Rated Voltage: Rated Power:
Light Type: Light Number: Rated Flux:

Light Flux:Light Standard: Light Area:

100W high bay light
HBGLT-100W

28cm×28cm×15cm
220 V 100 W

PHILIPS 
25cm×25cm
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γ C0 C90 C180 C270 γ(°) Φ(Ring) Φ(Total) %
3.6
7.2
10.8
14.4
18.0
21.6
25.2
28.8
32.4
36.0
39.6
43.2
46.8
50.4
54.0
57.6
61.2
64.8
68.4
72.0
75.6
79.2
82.8
86.4
90.0

6602
6577
6535
6460
6372
6287
6104
5948
5720
5436
5113
4593
3984
3185
2500
1736
1093
773.5
589.1
439.8
317.6
213.9
131.2
84.98
63.30

6587
6549
6501
6426
6335
6220
6077
5905
5661
5362
4939
4309
3588
2818
2195
1504
992.5
701.2
528.4
386.6
261.6
166.5
97.34
62.51
40.19

6614
6595
6556
6488
6412
6298
6150
5963
5700
5332
4636
4031
3294
2554
1911
1255
958.1
775.1
621.2
471.9
344.6
242.6
173.7
129.8
89.36

6613
6603
6570
6514
6443
6357
6203
5994
5755
5441
4877
4268
3595
2898
2276
1544
1092
854.1
674.7
509.2
372.0
260.1
180.9
134.0
113.1

0.0-3.6
3.6-7.2
7.2-10.8
10.8-14.4
14.4-18.0
18.0-21.6
21.6-25.2
25.2-28.8
28.8-32.4
32.4-36.0
36.0-39.6
39.6-43.2
43.2-46.8
46.8-50.4
50.4-54.0
54.0-57.6
57.6-61.2
61.2-64.8
64.8-68.4
68.4-72.0
72.0-75.6
75.6-79.2
79.2-82.8
82.8-86.4
86.4-90.0

81.88
244.8
404.9
559.9
707.9
1079
1001
1105
1189
1242
1246
1180
1070
917.8
745.1
557.0
388.1
292.3
234.5
182.4
105.5
103.9
70.23
47.71
35.75

81.88
326.7
731.6
1291
1999
3078
4079
5184
6373
7615
8860
10040
11110
12028
12773
13330
13718
14010
14245
14427
14533
14637
14707
14755
14790

0.55
2.21
4.95
8.73
13.52
20.81
27.58
35.05
43.09
51.49
59.91
67.88
75.12
81.32
86.36
90.13
92.75
94.73
96.31
97.54
98.26
98.96
99.44
99.76
100.00

Lamp Ring with Flux

Unit: ° Intensity Unit: cd Unit: lm

Lamp Description
Lamp Name: Lamp Size: Lamp Weight:
Lamp Type: Rated Voltage: Rated Power:
Light Type: Light Number: Rated Flux:

Light Flux:Light Standard: Light Area:

100W high bay light
HBGLT-100W

28cm×28cm×15cm
220 V 100 W

PHILIPS 
25cm×25cm
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14.4

18.0

21.6

25.2

28.8

32.4

36.0

39.6

43.2

46.8

50.4

54.0

57.6

61.2

64.8

68.4

72.0

75.6

79.2

82.8

86.4

90.0

6608

6602

6577

6535

6460

6372

6287

6104

5948

5720

5436

5113

4593

3984

3185

2500

1736

1093

773.5

589.1

439.8

317.6

213.9

131.2

84.98

63.30

6608

6595

6559

6506

6433

6338

6220

6076

5887

5659

5330

4962

4203

3678

2933

2300

1516

917.7

703.6

525.3

383.8

266.0

179.4

105.3

69.32

57.91

6608

6601

6576

6528

6463

6376

6250

6087

5922

5707

5418

5054

4522

3933

3153

2471

1718

1072

765.7

583.6

434.8

298.3

202.3

124.8

79.67

53.98

6608

6592

6558

6508

6428

6341

6210

6073

5888

5651

5329

4924

4142

3576

2929

2229

1489

937.7

686.7

522.4

385.6

266.8

168.7

104.3

67.20

54.06

6608

6600

6574

6526

6456

6370

6289

6114

5938

5703

5429

5086

4539

3794

3163

2414

1724

1109

753.8

579.9

434.3

312.3

197.3

122.7

76.73

58.98

6608

6591

6556

6499

6429

6327

6218

6061

5890

5655

5355

4913

4246

3596

2880

2177

1489

929.6

699.2

529.2

386.4

260.8

167.6

96.82

64.01

48.07

6608

6598

6574

6526

6463

6376

6247

6089

5913

5722

5430

5068

4496

3839

3078

2369

1773

1091

762.1

575.9

435.3

298.9

188.4

115.6

68.73

53.22

6608

6590

6552

6496

6420

6329

6209

6044

5878

5640

5333

4911

4247

3552

2791

2143

1435

913.5

690.0

517.2

373.5

254.2

155.2

90.30

60.61

40.41

6608

6599

6573

6531

6465

6384

6289

6095

5933

5735

5449

5090

4539

3869

3038

2389

1775

1132

767.5

588.4

439.7

304.4

193.6

115.2

69.54

35.46

6608

6587

6549

6501

6426

6335

6220

6077

5905

5661

5362

4939

4309

3588

2818

2195

1504

992.5

701.2

528.4

386.6

261.6

166.5

97.34

62.51

40.19

6608

6595

6569

6526

6462

6376

6287

6112

5948

5745

5475

5097

4591

3875

3060

2396

1755

1119

767.9

595.5

433.4

307.6

197.4

119.7

72.79

58.32

6608

6585

6550

6501

6428

6339

6225

6078

5918

5685

5392

4995

4200

3655

2860

2273

1536

985.3

723.5

552.0

398.1

278.7

176.8

102.5

65.68

55.08

6608

6592

6568

6523

6459

6372

6282

6109

5945

5762

5483

5120

4603

3871

3102

2416

1787

1108

765.3

606.1

443.7

314.5

206.0

130.5

76.28

57.76

6608

6585

6553

6499

6429

6334

6226

6080

5925

5690

5397

5017

4190

3692

2895

2207

1578

972.9

725.6

560.5

417.7

284.6

189.5

111.0

70.08

52.79

6608

6590

6565

6519

6455

6374

6291

6112

5943

5768

5520

5144

4614

3894

3229

2488

1812

1133

767.4

616.7

459.0

336.1

221.5

138.3

82.33

58.14

6608

6584

6553

6500

6425

6337

6224

6086

5929

5734

5442

5093

4279

3672

3036

2310

1589

996.6

746.9

581.7

439.4

311.1

205.2

129.0

83.96

51.38

6608

6590

6567

6522

6461

6375

6254

6112

5953

5785

5547

5207

4694

4002

3295

2520

1899

1176

784.9

629.9

481.7

349.3

231.8

150.7

89.10

54.50

6608

6582

6551

6504

6433

6344

6228

6095

5939

5735

5484

5109

4539

3854

3083

2291

1618

1000

749.5

588.6

444.0

306.7

210.4

132.0

78.22

55.91

6608

6614

6595

6556

6488

6412

6298

6150

5963

5700

5332

4636

4031

3294

2554

1911

1255

958.1

775.1

621.2

471.9

344.6

242.6

173.7

129.8

89.36

Data Form of  Intensity Distribution Curve

Unit:  cd

Lamp Description
Lamp Name: Lamp Size: Lamp Weight:
Lamp Type: Rated Voltage: Rated Power:
Light Type: Light Number: Rated Flux:

Light Flux:Light Standard: Light Area:

100W high bay light
HBGLT-100W

28cm×28cm×15cm
220 V 100 W

PHILIPS 
25cm×25cm


