DE400-8
175 inch HF driver

SANWwAY

Specification
Throat Diameter weee:25.4mm
Nominal Impedance.... ceeerareet eree meeeee . SORMS

Nominal Power Handling(1)...cccce e e ceeemeeeeme e eemeeecesene sn een SOW
Continuous Power Handling(2).......c.cooeeceemeeeemerecc s veree e LOOW

Sensitivity(IM1W)(3).....cccvuueee FRTR— 1 -7 | -
Frequency Range e 1-18KHz
Voice Coil Diameter . 44mm

Winding Material...... e s cerannn cesssneeneAlUMINIUM

Former Material Kapton ) h
i el LogChing - Fraguency Response 2015-11-10 8.51.48
Winding Depth T 2.5mm 1200 T el
Magnetic Gap Depth.....ccnciiciieianane wese3MM e
O e 900Hz
Recommended crossover.............. 1.5KHz & Ry
INAUCLANCE....ueer crmrrrneeeerresmsracrnens PR § Js s I3 | 1] l | /\\/-f N
Diaphragm Material......cccocceniicicncarinnas Titanium . | | | | T |
Flux Desity......... ..1.8T
Magnet Material....c e . ...Neodymium 1 | | / i | i
20.0
Mounting and Shipping Information
ann
Overall diameter. 85mm f [T ' J
Depth 45mm a 0m 20 50 100 200 500 1k Hz 2k Sk 10k 20k
CHA dBSPL 13 Octave 4BkHz 16K Rectangular Stan000ms Stop 341.31ms FreqLO 293Hz  Length 341.31ms
Net Weight 0.78kg -
ippi ight 0.8keg
Shlppmg WEIgh b wEEE LogChirp - Frequency Response 2015-11-108.21.19
Shipping Box 99*99*60mm 250 CIT
ahm
200
A
(1) 2 hours test made with continuous pink noise signal(6 dB crest factor) 150 { \
Power calculated on rated minimum impedance /
(2) Pawer on Continuous Program is defined as 3 dB greater than the nominal rating b
+ . . 100 ++ 41
(3) Applied RMS Voltage is set to 2.83V for 8 ohms Nominal Impedance { /A-
| A ]
| —
50
0o
5 10 20 50 00 200 Hz 500 1k 2k Sk 10k 20k
CHA Ohm 18 Octave 48kHzZ 32K Rectangular Star 0.00ms  Stop GB265ms  FreqlO 1.46Hz  Length 6882.65ms
File

https://www.china-sanway.com/
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1.75 inch HF driver
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